Installation procedure ST675/ST965:

1. Mount the lifting column on the foot stand/mounting brace as indicated in the image with the
screws included. You can now put the lift upright.
2. Only for ST965: remove the four screws that connect the head to the column,
turn the head 45°, and reconnect it with the same screws.
3. Then connect one end of the motor cable to the lifting column and the other end to
connection 1 of the interface.
4. Connect the RF receiver to connection A1 and connect the wired switch to connection A2 of
the interface.
5. Finally connect the net wire to the AC connection of the interface and connect the net wire
to the plug.

6. Then the lift should go up and down completely by pressing a button of the wired interface.

7. The ST675/ST965 is now ready for use and can be mounted in the cupboard.
8. The next step is installing your screen with the universal VESA support.

9. When the screen has been installed, the plastic valve lifter can be placed in a way that when
the lift moves up, it first touches the valve and guides the valve with sufficient slack to lean
to the back of the lifting column.

10. Teaching the wireless remote control: press and hold the little switch with a pen through the
little hole on the long side of the RF receiver.

At the same time, press one of the buttons of the remote control once and then release the
switch in the receiver. The remote control will be linked to the receiver.

The maximum result that the lift can reach with the wireless remote control can be
determined by stopping the lift at the desired point with the wired interface.

It may occur that other RF equipment that also operates on 433.92 MHz has an effect on
the signal of your TV lift. As with most RF equipment, you can teach the ST675/ST965 again
any time. If you want to do so, follow the above steps again.

Beware! The remote control is equipped with a so-called “long life” battery that normally lasts
very long but which cannot be replaced. If you open the remote control, the guarantee expires
immediately. If the remote control is not working anymore, please contact us.

